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FL300 LED | FL333 LED | FL555 LED
FL600 LED | FL625 LED

MONTAGEANLEITUNG  
ASSEMBLY INSTRUCTIONS 
LAS INSTRUCCIONES DE INSTALACIÓN 
LES INSTRUCTIONS D‘INSTALLATION 
ISTRUZIONI PER L‘USO  
ASENNUSOHJEET

EINBAULEUCHTE 
RECESSED CEILING LUMINAIRE
INCASSO A SOFFITTO
ENCASTRABLES AU PLAFOND
EMPOTRABLES DE TECHNO
INSTALAÇAO EMBEBIDA
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INFORMATION | INFORMACIÓN | INFORMAZIONI
INFORMATION | INFORMATION | TIDEOT

ANSCHLUSSSCHEMA | SCHÉMA DE RACCORDEMENT

WIRING SCHEME | KYTKENTÄKAAVIO

EVG

HF ballast

Balasto electrónico

ballast électronique

Reattore elettronico

HF-liitäntälaite

EVG dimmbar (DALI)   

HF ballast dimmable  
(DALI)

Balasto electrónico  
regulable (DALI)

Ballast électronique  
graduable (DALI)

Reattore elettronico  
dimmerabile (DALI)

HF-liitäntälaite himmennettävä

   

NPEL
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NL PE D1
+

D2
–

8 
m

m

EVG dimmbar  
(Touch Dim)

HF ballast dimmable  
(Touch Dim)

Balasto electrónico  
regulable (Touch Dim)

ballast électronique  
graduable (Touch Dim)

Reattore elettronico  
dimmerabile (Touch Dim)

HF-liitäntälaite himmennettävä

NL PE D-D+
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m
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Gewicht / Weight / Peso / Poids / Peso / Paino = m

 Ø A B C D m

FL333 EB LED 333 mm 203 mm 12 mm 65 mm 3,0 kg

 A B C D m

FL300 EB LED 296 mm 203 mm 12 mm 65 mm 3,0 kg

FL600 EB LED 596 mm 525 mm 12 mm 65 mm 4,5 kg

FL625 EB LED 596 mm 525 mm 12 mm 65 mm 4,5 kg

Gewicht / Weight / Peso / Poids / Peso / Paino = m
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Gewicht / Weight / Peso / Poids / Peso / Paino = m

 Ø A B C D m

FL555 EB LED 555 mm 310 mm 12 mm 65 mm 4,5 kg

Ø A

B
C

D




