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THEOS
design by SILVIA PAOLA PENNACCHIO

IP 66

CLASSE II

0,5 m

850° C

+40°

0°

+40°

-20°

0°

THEOS 
140 W

THEOS 
170 W

THEOS MINI 
70 W

THEOS MINI 
35 W

THEOS 
105 W

THEOS 
70 W

Series of LED road lighting luminaires, in two versions, comprising:
¬ Die-cast aluminum housing chemically pre-treated and painted with polyester powder 

coating
¬ Die-cast aluminium pole-mounting joint, painted grey, for pole Ø 60 mm or 76 mm
¬ Diffuser with integrated louvre in UV, heat stabilised, transparent technopolymer
¬ High-transparency polycabonate lenses for best light transmission
¬ Optics available: for narrow roads (SR/T1), for raods with two lanes ( SR/2) for large 

roads (SR/T3) and asymmetrical - (A58/W) according to the model
¬ Anti-ageing silicone gasket with high resiliency
¬ Switch splitter automatically disconnects the power supply when the cable cover is 

opened
¬ Cable gland M20x1.5 for cables Ø 10- Ø 14 mm
¬ The THEOS version, 244 W, is provided complete with 1 m cable H07RN-F 2 x 1.5 mm2 

and IP66 plug-socket, produced in polyamide with silver-plated brass contacts, for 
cables Ø 9 - Ø14 mm, that allows connection to the mains without opening the 
luminaire.

¬ High efficiency electronic driver
¬ Light beam obtained by the combination of multiple LED modules
¬ Compliant with the UNI 10819 Standard and with the Italian regional laws on light 

pollution
¬ Stainless steel external screws
¬ Complete with supplementary device for protection against network surges of up to 

10 kV (DM)
¬ The “SECURE LIGHT DISTRIBUTION” system guarantees uniform light distribution even in 

the remote case of LED failures
¬ The THEOS MINI and THEOS versions may be produced upon request with all optics 

available
¬ Versions with automatic power reduction available
¬ On request, versions with dimmable ballast available

  AN-96 / Anthracite gray / Textured

It is possible to replace the LED cards to keep the 
luminaire technologically updated through the 
years (contact the Company).
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0,173 m2 0,0618 m2

Max 40°

Max 40°

Max 20°

Max 15°

max 10,5 kg
Max 15 m

Ø60÷62

Ø76÷78

Min 110

H05RN-F 2x1,5 m2

2x2,5 mm2

Ø 10÷14
M20 x 1,5

THEOS A/W IK08 9J xx5

LAMPHOLDER WATTAGE CLASS CRI KELVIN
COS Φ 
≥ 0,9

OPTIC
OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT

L B LIFETIME
COLOUR/
RAL

PART NUMBER

Power LED 220-240 V 50/60 Hz

LED 170 W II 70 4000 • A58/W - 21520 lm 17886 lm 80 10 60000 h 06216196

LED 140 W II 70 4000 • A58/W - 17216 lm 14153 lm 80 10 60000 h 06216296

LED 105 W II 70 4000 • A58/W - 12912 lm 10668 lm 80 10 60000 h 06216396

LED 70 W II 70 4000 • A58/W - 8608 lm 7173 lm 80 10 60000 h 06216496

Power LED - with automatic power reduction 220-240 V 50/60 Hz

LED 170 W II 70 4000 • A58/W - 21520 lm 17886 lm 80 10 60000 h 06216696

LED 140 W II 70 4000 • A58/W - 17216 lm 14153 lm 80 10 60000 h 06216796

LED 105 W II 70 4000 • A58/W - 12912 lm 10668 lm 80 10 60000 h 06216896

LED 70 W II 70 4000 • A58/W - 8608 lm 7173 lm 80 10 60000 h 06216996

THEOS SR/T2 IK08 9J xx5

LAMPHOLDER WATTAGE CLASS CRI KELVIN
COS Φ 
≥ 0,9

OPTIC
OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT

L B LIFETIME
COLOUR/
RAL

PART NUMBER

Power LED 220-240 V 50/60 Hz

LED 170 W II 70 4000 • SR/T2 - 21520 lm 19608 lm 80 10 60000 h 06130796

LED 140 W II • 70 4000 • SR/T2 - 17216 lm 15583 lm 80 10 60000 h 06109996

LED 105 W II • 70 4000 • SR/T2 - 12912 lm 11553 lm 80 10 60000 h 06110296

LED 70 W II • 70 4000 • SR/T2 - 8608 lm 7925 lm 80 10 60000 h 06110596

Power LED - with automatic power reduction 220-240 V 50/60 Hz

LED 170 W II 70 4000 • SR/T2 - 21520 lm 19608 lm 80 10 60000 h 06130896

LED 140 W II • 70 4000 • SR/T2 - 17216 lm 15583 lm 80 10 60000 h 06110896

LED 105 W II • 70 4000 • SR/T2 - 12912 lm 11553 lm 80 10 60000 h 06111196

LED 70 W II • 70 4000 • SR/T2 - 8608 lm 7925 lm 80 10 60000 h 06111496

THEOS SR/T3 IK08 9J xx5

LAMPHOLDER WATTAGE CLASS CRI KELVIN
COS Φ 
≥ 0,9

OPTIC
OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT

L B LIFETIME
COLOUR/
RAL

PART NUMBER

Power LED 220-240 V 50/60 Hz

LED 244 W II 70 4000 • SR/T3 - 32279 lm 23904 lm 80 10 60000 h 305981

LED 163 W II 70 4000 • SR/T3 - 21520 lm 18557 lm 80 10 60000 h 305961

LED 133 W II 70 4000 • SR/T3 - 17216 lm 14962 lm 80 10 60000 h 305960

LED 102 W II 70 4000 • SR/T3 - 12912 lm 11270 lm 80 10 60000 h 305959

Power LED - with automatic power reduction 220-240 V 50/60 Hz

LED 244 W II 70 4000 • SR/T3 - 32279 lm 23904 lm 80 10 60000 h 305984

LED 163 W II 70 4000 • SR/T3 - 21520 lm 18557 lm 80 10 60000 h 305970

LED 133 W II 70 4000 • SR/T3 - 17216 lm 14962 lm 80 10 60000 h 305969

LED 102 W II 70 4000 • SR/T3 - 12912 lm 11270 lm 80 10 60000 h 305968
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2 x Ø10

130

315

2 x Ø10

0,039 m2

0,109 m2max 6 kg
Max 15 m

Ø60÷62

Ø76÷78

Min 110

Max 40°

H05RN-F 2x1,5 m2

2x2,5 mm2

Ø 10÷14
M20 x 1,5
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Max 40°
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Max 15°

OPTIONAL ACCESSORIES

DESCRIPTION COLOR PART NUMBER

THEOS

Wall mount bracket THEOS 14174796

THEOS MINI A/W IK08 9J xx5

LAMPHOLDER WATTAGE CLASS CRI KELVIN
COS Φ 
≥ 0,9

OPTIC
OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT

L B LIFETIME
COLOUR/
RAL

PART NUMBER

Power LED 220-240 V 50/60 Hz

LED 70 W II 70 4000 • A58/W - 8608 lm 7464 lm 80 10 60000 h 06222196

LED 35 W II 70 4000 • A58/W - 4304 lm 3829 lm 80 10 60000 h 06222596

Power LED - with automatic power reduction 220-240 V 50/60 Hz

LED 70 W II 70 4000 • A58/W - 8608 lm 7464 lm 80 10 60000 h 06222296

LED 35 W II 70 4000 • A58/W - 4304 lm 3829 lm 80 10 60000 h 06222696

THEOS MINI SR/T1 IK08 9J xx5

LAMPHOLDER WATTAGE CLASS CRI KELVIN
COS Φ 
≥ 0,9

OPTIC
OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT

L B LIFETIME
COLOUR/
RAL

PART NUMBER

Power LED 220-240 V 50/60 Hz

LED 70 W II 70 4000 • SR/T1 - 8608 lm 6944 lm 80 10 60000 h 06222996

LED 35 W II 70 4000 • SR/T1 - 4304 lm 3536 lm 80 10 60000 h 06223396

Power LED - with automatic power reduction 220-240 V 50/60 Hz

LED 70 W II 70 4000 • SR/T1 - 8608 lm 6944 lm 80 10 60000 h 06223096

LED 35 W II 70 4000 • SR/T1 - 4304 lm 3536 lm 80 10 60000 h 06223496

THEOS MINI SR/T2 IK08 9J xx5

LAMPHOLDER WATTAGE CLASS CRI KELVIN
COS Φ 
≥ 0,9

OPTIC
OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT

L B LIFETIME
COLOUR/
RAL

PART NUMBER

Power LED 220-240 V 50/60 Hz

LED 70 W II 70 4000 • SR/T2 - 8608 lm 7453 lm 80 10 60000 h 06209296

LED 35 W II 70 4000 • SR/T2 - 4304 lm 3844 lm 80 10 60000 h 06209696

Power LED - with automatic power reduction 220-240 V 50/60 Hz

LED 70 W II 70 4000 • SR/T2 - 8608 lm 7453 lm 80 10 60000 h 06209396

LED 35 W II 70 4000 • SR/T2 - 4304 lm 3844 lm 80 10 60000 h 06209796


